Probe Compatibility Table

nilobech

The below table show the compatibility of NiloChecker probes with specific equipment brands
and models. Nilotech has performed extensive validation of our solution together with equipment
manufactures and/or end users. Correct use of equipment is imperative for correct results, and
Nilotech encourages all users to contact us with questions and requests for training.
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Temperature Measurements
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Shelf temperature

Bottom temperature in chamber

Surface temperature
heated table top

DT123/-124
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Temperature inside
dish or test tube

Temperature inside dish in chamber

Temperature on heated stage or inside dish

Temperature in test tube

DT121
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Top and bottom temperature in chamber

Top and bottom
temperature
in chamber

KT106
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Temperature measurements in small volumes and places with difficult reach

Temperature measurements in small volumes and places with difficult reach

Chamber temperature

Temperature on heated
stage

Airstream temperature on
heated stage

PT123
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Air temperature or
temperature in test tube

Chamber temperature in
side-port

Temperature in test tube

Temperature in test tube

Air temperature or
temperature in test tube

Chamber temperature in
side-port

Temperature in test tube

Temperature in test tube

Temperature in cryogenic
tank
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Centrifuge

Gas Measurements

Pressure and flow
measurement

DG112
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CO, and O, inside chamber CO, and O, inside chamber

DG122
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CO, and O, output €O, and O, via chamber sample CO, and O, output
from filter port from filter

DG126
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CO, and O, via chamber sample €O, and O, via chamber sample CO,and O, via CO,and 0, via sample portin €0, and 0, via sample port
port port sample port chamber lid

DMF119

Page 23

Pressure and flow
measurement

Other Measurements

DLV119
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Laminar airflow measurements
. and calculations
DH140
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Humidity inside i Envi I humidi
’ Humidity inside incubator chamber umidity inside incubator nV|Aro.nn.1en>ta um|d|ty.or
chamber humidity inside workstation
DLT145
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Measure RPM in rotational
devices




